
BIG WHITE®

LAST CHANCE DEC 2024



BĄDŹ NA CZASIE

Najbardziej aktualne informacje o naszej ofercie 
znajdziesz na naszej stronie internetowej, zeskanuj 
kod QR bądź odwiedź nas na slv.pl



UWAGA: Rekomendowane akcesoria zawarte w katalogu nie 
posiadające ceny na żółtym tle są produktami z aktualnej oferty i 
obowiązują aktualne ceny katalogowe oraz Państwa warunki 
handlowe.

LAST CHANCE,
OPŁACA SIĘ POŚPIESZYĆ. 

Produkty z żółtymi cenami zamieszczone w tej broszurze są 
modelami wycofywanymi z aktualnej oferty. Ceny zostały 
znacząco obniżone od dotychczasowych cen katalogwych a 
dostępność jest ograniczona do wyczerpania zapasów na 
magazynie. Oferta przeznaczona jest dla partnerów 
współpracujących z SLV. 

Ceny na żółtym tle są cenami 
wyprzedażowymi netto od 
których nie obowiązują 
standardowe warunki.  

W celu uzyskania oferty 
prosze skontaktować się z 
SLV Poland sp. z o. o.

Options Prod. no. PLN
white

1030lm | 2700K 114241 42,61

Pełną ofertę produktów LAST 
CHANCE wraz z aktualną 
dostępnością można 
zobaczyć na naszej stronie 
slv.com w zakładce 
LAST CHANCE





INDOOR  
RECESSED LIGHTS
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MILANDOS 4
DL

Options Prod. no. PLN
white 1005409 297,00

MILANDOS 6
DL

Options Prod. no. PLN
white 1005417 330,00

MILANDOS 8
DL

Options Prod. no. PLN
white

1280lm | 2700K 1005425 402,00
white

1300lm | 3000K 1005426 402,00

4,9 x 13

5,6 x 13,6

4,2

0,1
7 cm

700mA 
Power consumption: 8W
Material: aluminum / polycarbonate (PC)

• Spring clips
• Material thickness of mounting surface: 

max. 40 mm

IP 20 IK02 45° 23 L80B50

CRI 
90

Down 640lm 2700K

Product Prod. no. PLN
LED driver 
20W | 250-700mA 1-10V/DALI 
dimmable | incl. strain relief

white 1002423
LED driver  
10W | 700mA 
dimmable | incl. strain relief

white 1007213

4,9 x 19

5,6 x 19,6

4,2

0,1
7 cm

700mA 
Power consumption: 12W
Material: aluminum / polycarbonate (PC)

• Spring clips
• Material thickness of mounting surface: 

max. 40 mm

IP 20 IK02 45° 23 L80B50

CRI 
90

Down 960lm 2700K

Product Prod. no. PLN
LED driver 
20W | 250-700mA 1-10V/DALI  
dimmable | incl. strain relief

white 1002423
LED driver 
20W | 700mA 
dimmable | incl. strain relief

white 1006202

Product Prod. no. PLN
LED driver 
20W | 250-700mA 1-10V/DALI  
dimmable | incl. strain relief

white 1002423
LED driver 
20W | 700mA 
dimmable | incl. strain relief

white 1006202

4,9 x 25

5,6 x 25,6

4,2

0,1
7 cm

700mA 
Power consumption: 16W
Material: aluminum / polycarbonate (PC)

• Spring clips
• Material thickness of mounting surface: 

max. 40 mm

IP 20 IK02 45° 23 L80B50

CRI 
90

Down 1280lm 2700K
1300lm 3000K

Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 8
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NEW TRIA® 68
DL, round, QPAR51

Options Prod. no. PLN
white 1001981 27,00
aluminum 1001982 27,00

NEW TRIA® 68
DL, square, QPAR51

Options Prod. no. PLN
black 1001994 27,00
aluminum 1001996 27,00

13.5 
cm

220-240V ~50/60Hz
Material: aluminum

• Products are delivered with spring clips.
Leaf springs are included with the product 
and can be replaced.

• Material thickness of mounting surface: 
max. 20 mm

IP 20 30°

<50 
W

Base: 1xGU10

LED GU10 51mm | 6W | 38°
2700K | 450lm | EEK=F
6kWh/1000h

Prod. no. 1005077 | 

13.5 
cm

220-240V ~50/60Hz
Material: aluminum

• Products are delivered with spring clips.
Leaf springs are included with the product 
and can be replaced.

• Material thickness of mounting surface: 
max. 20 mm

IP 20 30°

<50 
W

Base: 1xGU10

LED GU10 51mm | 6W | 38°
2700K | 450lm | EEK=F
6kWh/1000h

Prod. no. 1005077 | 

NEW TRIA® 78 XL
DL, round, QPAR51

Options Prod. no. PLN
black 113440 32,00

12 cm

220-240V ~50/60Hz
Material: aluminum

• Spring clips
• Material thickness of mounting surface: 

max. 18 mm

IP 20 360° 30°

<50 
W

Base: 1xGU10

LED GU10 51mm | 6W | 38°
2700K | 450lm | EEK=F
6kWh/1000h

Prod. no. 1005077 | 

Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 9
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NEW TRIA® 78 XL
DL, square, QPAR51

NEW TRIA® 78
DL, round, QPAR51

12 cm

LED GU10 51mm | 6W | 38°
2700K | 450lm | EEK=F
6kWh/1000h

Prod. no. 1005077 | 

12.5 
cm

LED GU10 51mm | 6W | 38°
2700K | 450lm | EEK=F
6kWh/1000h

Prod. no. 1005077 | 

220-240V ~50/60Hz
Material: aluminum

• Spring clips
• Material thickness of mounting surface: 

max. 18 mm

IP 20 360° 30°

220-240V ~50/60Hz
Material: aluminum

• Spring clips
• Material thickness of mounting surface:

max. 18mm

IP 20 360° 30°

Options Prod. no. PLN
black 113450 32,00
white 113451 32,00
aluminum 113456 32,00

<50 
W

Base: 1xGU10

Options Prod. no. PLN
aluminum 111360 30,00

<50 
W

Base: 1xGU10

NEW TRIA® 78
DL, round, QPAR51

13 cm

LED GU10 51mm | 6W | 38°
2700K | 450lm | EEK=F
6kWh/1000h

Prod. no. 1005077 | 

220-240V ~50/60Hz
Material: aluminum

• Leaf springs
• Material thickness of mounting surface:

max. 20mm

IP 20 360° 30°

Options Prod. no. PLN
black 111710 29,00
aluminum 111716 29,00

<50 
W

Base: 1xGU10

Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 10



NEW TRIA® 78
DL, square, QPAR51

NEW TRIA® 78
DL, square, QPAR51

13 cm

LED GU10 51mm | 6W | 38°
2700K | 450lm | EEK=F
6kWh/1000h

Prod. no. 1005077 | 

12.5 
cm

LED GU10 51mm | 6W | 38°
2700K | 450lm | EEK=F
6kWh/1000h

Prod. no. 1005077 | 

220-240V ~50/60Hz
Material: aluminum

• Leaf springs
• Material thickness of mounting surface:

max. 20mm

IP 20 360° 30°

220-240V ~50/60Hz
Material: aluminum

• Spring clips
• Material thickness of mounting surface:

max. 18mm.

IP 20 360° 30°

Options Prod. no. PLN
black 111720 29,00
white 111721 29,00
aluminum 111726 29,00

Options Prod. no. PLN
black 113491 29,00

<50 
W

Base: 1xGU10

<50 
W

Base: 1xGU10

NEW TRIA® 68
DL, round

3.5 
cm

100-240V ~50/60Hz | 350mA
Total wattage: 4W
Material: aluminum

• Spring clips
• Material thickness of mounting surface:

max. 20 mm

Options Prod. no. PLN
black 1003057 54,00
white 113951 54,00
aluminum 113956 54,00

CRI 
80

Down 360lm 3000K

IP 20 38° L70B50 30°

Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 11
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NEW TRIA® 68
DL, round

NEW TRIA® 68
DL, round

3.5 
cm

5 cm

NEW TRIA® 68
DL, square, PHASE

5 cm

100-240V ~50/60Hz | 350mA
Total wattage: 4W
Material: aluminum

• Spring clips
•Material thickness of mounting surface:

max. 20 mm

220-240V ~50/60Hz | 500mA
Power consumption: 9W
Total wattage: 11W
Material: aluminum

• Spring clips
• Material thickness of mounting surface:

max. 20 mm

IP 20 38° L70B50 20°

220-240V ~50/60Hz | 500mA
Power consumption: 9W
Total wattage: 11W
Material: aluminum

• Spring clips
• Material thickness of mounting surface:

max. 20 mm

IP 20 38° L70B50 20°IP 20 38° L70B50 30°

Options Prod. no. PLN
black 1003058 54,00
white 1003059 54,00

Options Prod. no. PLN
black 1003065 73,00
white 1003066 73,00
aluminum 1003067 73,00

CRI 
80

Down 330lm 2700K

CRI 
80

Down 800lm 2700K

Options Prod. no. PLN
black 1003068 75,00
white 1003069 75,00
aluminum 1003070 75,00

CRI 
80

Down 800lm 2700K

Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 12



NEW TRIA® 68
DL, square

NEW TRIA® 68
DL, round, PHASE

3.5 
cm

5 cm

100-240V ~50/60Hz | 350mA
Total wattage:4W
Material: aluminum

• Spring clips
• Material thickness of mounting surface:

max. 20 mm

220-240V ~50/60Hz | 500mA
Power consumption: 9W
Total wattage: 11W
Material: aluminum

• Spring clips
• Leaf springs are included with the product
• Material thickness of mounting surface:

max. 20 mm

IP 20 38° L70B50 20°

Options Prod. no. PLN
black 1003062 55,00
white 1003063 55,00
aluminum 1003064 55,00

Options Prod. no. PLN
black 114380 73,00
aluminum 114386 73,00

CRI 
80

Down 330lm 2700K

CRI 
80

Down 890lm 3000K

NEW TRIA® 68
DL, square, PHASE

5 cm

Options Prod. no. PLN
black 114390 76,00
white 114391 76,00
aluminum 114396 76,00

CRI 
80

Down 890lm 3000K

220-240V ~50/60Hz | 500mA
Power consumption: 9W
Total wattage: 11W
Material: aluminum

• Spring clips
• Leaf springs are included with the product
• Materialstärke Einbaufläche: 20 mm max.

IP 20 38° L70B50 20°IP 20 38° L70B50 30°

Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 13
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NEW TRIA® 68
DL, round, PHASE

NEW TRIA® 68
DL, square, PHASE

4 cm 4 cm

Options Prod. no. PLN
black 1001978 86,00
white 1001989 86,00
aluminum 1001990 86,00

Options Prod. no. PLN
black 1001991 86,00
white 1001992 86,00
aluminum 1001993 86,00

CRI 
95

Down 470lm 1800-3000K

CRI 
95

Down 470lm 1800-3000K

NEW TRIA® 77
DL, round

4 cm

220-240V ~50/60Hz | 350mA
Total wattage: 7.3W
Material: aluminum

• Spring clips
• Material thickness of mounting surface:

max. 20 mm

IP 20 38° L70B50 30°

220-240V ~50/60Hz | 350mA
Total wattage: 7.3W
Material: aluminum

• Spring clips
• Material thickness of mounting surface:

max. 20 mm

IP 20 38° L70B50 30°

220-240V ~50/60Hz | 350mA
Total wattage: 8W
Material: aluminum

• Spring clips
• Material thickness of mounting surface:

max. 20mm

IP 20 38° L70B50 30°

Options Prod. no. PLN
black 113870 66,00
white 113871 66,00
aluminum 113876 66,00

CRI 
80

Down 645lm 2700K

Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 14



NEW TRIA® 77
DL, square

NEW TRIA® 77
DL, round

4 cm 4 cm

220-240V ~50/60Hz | 350mA
Total wattage: 8W
Material: aluminum

• Spring clips
• Material thickness of mounting surface:

max. 20 mm

IP 20 38° L70B50 30°

220-240V ~50/60Hz | 350mA
Total wattage: 8W
Material: aluminum

• Spring clips
• Material thickness of mounting surface:

max. 20 mm

IP 20 38° L70B50 30°

Options Prod. no. PLN
black 113880 66,00
white 113881 66,00
aluminum 113886 66,00

Options Prod. no. PLN
black 113900 66,00
white 113901 66,00
aluminum 113906 66,00

CRI 
80

Down 645lm 2700K

CRI 
80

Down 700lm 3000K

NEW TRIA® 77
DL, square

4 cm

220-240V ~50/60Hz | 350mA
Total wattage: 8W
Material: aluminum

• Spring clips
• Material thickness of mounting surface:

max. 20 mm

IP 20 38° L70B50 30°

Options Prod. no. PLN
black 113910 66,00
aluminum 113916 66,00

CRI 
80

Down 700lm 3000K

Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 15
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NEW TRIA® 155
DL, double

4 cm

NEW TRIA® 110
DL, round, PHASE

NEW TRIA® 110
DL, round, PHASE

6 cm 6 cm

220-240V ~50/60Hz | 350mA
Total wattage: 14W
Material: aluminum

• Spring clips
• Material thickness of mounting surface:

max. 30 mm

IP 20 38° L70B50 30°

220-240V ~50/60Hz | 350mA
Total wattage: 14W
Material: aluminum

• Spring clips
• Material thickness of mounting surface:

max. 20 mm

IP 20 38° L70B50 360° 20°

220-240V ~50/60Hz | 350mA
Total wattage: 14W
Material: aluminum

• Spring clips
• Material thickness of mounting surface:

max. 20 mm

IP 20 38° L70B50 360° 20°

Options Prod. no. PLN
white 113921 119,00

Options Prod. no. PLN
black

1010lm | 2700K 114220 151,00
white

1030lm | 2700K 114221 151,00

Options Prod. no. PLN
black

1100lm | 3000K 114230 151,00
white

1120lm | 3000K 114231 151,00

CRI 
80

Down 1250lm 3000K

CRI 
80

Down 1010lm 2700K1030lm

CRI 
80

Down 1100lm 3000K1120lm

Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 16



NEW TRIA® 110
DL, square, PHASE

6 cm

220-240V ~50/60Hz | 350mA
Total wattage: 14W
Material: aluminum

• Spring clips
• Material thickness of mounting surface:

max. 20 mm

IP 20 38° L70B50 360° 20°

Options Prod. no. PLN
black

1100lm | 3000K 114250 151,00
white

1120lm | 3000K 114251 151,00

CRI 
80

Down 1100lm 3000K1120lm

NEW TRIA® 150
DL, round, 1-10V

10 cm

Options Prod. no. PLN

black 114260 255,00
white 114261 255,00

220-240V ~50/60Hz | 700mA
Total wattage: 29W
Material: aluminum

• Spring clips
• Material thickness of mounting surface:

max. 20 mm

IP 20 30° L70B50 360° 20°

CRI 
80

Down 2500lm 2700K

NEW TRIA® 150
DL, round, 1-10V

10 cm

Options Prod. no. PLN
black 114270 255,00

220-240V ~50/60Hz | 700mA
Total wattage: 29W
Material: aluminum

• Spring clips
• Material thickness of mounting surface:

max. 20 mm

IP 20 30° L70B50 360° 20°

CRI 
80

Down 2700lm 3000K

Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 17
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NEW TRIA® 150
DL, square, 1-10V

10 cm

NEW TRIA® 150
DL, square, 1-10V

KADUX
EL, single, PHASE

10 cm 8 cm

Options Prod. no. PLN
black 114280 255,00
white 114281 255,00

Options Prod. no. PLN
black 114290 255,00
white 114291 255,00

Options Prod. no. PLN
black 115700 91,00
white 115701 91,00

220-240V ~50/60Hz | 700mA
Total wattage: 29W
Material: aluminum

• Spring clips
• Material thickness of mounting surface:

max. 20 mm

IP 20 30° L70B50 360° 20°

220-240V ~50/60Hz | 700mA
Total wattage: 29W
Material: aluminum

• Spring clips
• Material thickness of mounting surface:

max. 20 mm

IP 20 30° L70B50 360° 20°

220-240V ~50/60Hz | 350mA
Total wattage: 7.5W
Material: aluminum / steel

• Spring clips
• Material thickness of mounting surface:

max. 30 mm

IP 20 38° L70B50 30°

CRI 
80

Down 2500lm 2700K

CRI 
80

Down 2700lm 3000K

CRI 
80

Down 650lm 3000K

Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 18



KADUX
DL, double, PHASE

Options Prod. no. PLN
black 115710 179,00
white 115711 179,00

8 cm

220-240V ~50/60Hz | 350mA
Total wattage: 14W
Material: aluminum / steel

• Spring clips
• Material thickness of mounting surface:

max. 30 mm

IP 20 38° L70B50 30°

CRI 
80

Down 1290lm 3000K

KADUX
EL, triple, PHASE

8 cm

Options Prod. no. PLN
black 115720 254,00
white 115721 254,00

220-240V ~50/60Hz | 350mA
Total wattage: 20W
Material: aluminum / steel

• Spring clips
• Material thickness of mounting surface:

max. 30 mm

IP 20 38° L70B50 30°

CRI 
80

Down 1920lm 3000K

SUPROS
DL

10.7 
cm

Product Prod. no. PLN
Reflector 20°

grey / transparent 114102 15,00
Reflector 40°

grey / transparent 114104 15,00

Options Prod. no. PLN
black 1003299 266,00

220-240V ~50/60Hz | 750mA
Total wattage: 31W
Material: aluminum

• Material thickness of mounting surface:
max. 25 mm

IP 20 60° L70B50 30°

CRI 
90

Down 2600lm 3000K

Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 19
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SUPROS
DL

10.7 
cm

Product Prod. no. PLN
Reflector 20°

grey / transparent 114102 15,00
Reflector 40°

grey / transparent 114104 15,00

SUPROS
DL, Move

11.5 
cm

Product Prod. no. PLN
Reflector 20°

grey / transparent 114102 15,00
Reflector 40°

grey / transparent 114104 15,00

DL 126
EL

1.4 
cm

Product Prod. no. PLN
LED power supply 
12/20W | 24V  | incl. strain relief

white 1005381
LED power supply 
15W | 12V

white 1005444

Options Prod. no. PLN
black 1003305 280,00

Options Prod. no. PLN
black 1003311 324,00

Options Prod. no. PLN

chrome 112162 48,00

220-240V ~50/60Hz | 950mA
Total wattage: 36W
Material: aluminum

• Material thickness of mounting surface:
max. 25 mm

IP 20 60° L70B50 30°

220-240V ~50/60Hz | 750mA
Total wattage: 31W
Material: aluminum

• Material thickness of mounting surface:
max. 25 mm

IP 20 60° L70B50 350° 60°

12V
Power consumption: 2.8W
Material: aluminum / plastic

• Spring clips

IP 20 90° L70B50 200

CRI 
90

Down 3520lm 4000K

CRI 
90

Down 2700lm 4000K

CRI 
80

Down 170lm 2700K

Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 20



LIGHTPOINT
EL

Options Prod. no. PLN

white 1001156 27,00

3 cm

350mA 
Power consumption: 1W
Material: aluminum / polymethylacrylate
(PMMA)

L70B50 50

CRI 
90

Down 100lm 3000K

Product Prod. no. PLN
Connector strip, 3 outlets

black 111850
LED driver 3W | 350mA inc. AMP socket

white 1007270

MEDO® 90
EL, frameless

21 cm

Product Prod. no. PLN
LED driver 
40W | 700/900/1000mA | incl. strain relief

white 1006120
LED driver 
50W | 700-1500mA 1-10V/DALI dimmable  
incl. strain relief

white 1002425

Options Prod. no. PLN
white 1001904 1391,00

1000/1050mA 
Total wattage: 72W
Material: aluminum / polymethylacrylate
(PMMA)

• 2 LED drivers are required
• Material thickness of mounting surface:

max. 45 mm
• Open cable end

IP 20 105° 22 L70B50 150

CRI 
90

Down 9550lm 3000K 10150lm 4000K

PATTA-I
DL, square, PHASE

Options Prod. no. PLN
aluminum 1002103 97,00

6 cm

220-240V ~50/60Hz | 350mA
Total wattage: 7.3W
Material: aluminum / glass

• Products are delivered with spring clips.
Leaf springs are included with the product

• Material thickness of mounting surface:
max. 20 mm

IP 20 
IP 65

IK02 38° L70B50

CRI 
95

Down 440lm 1800-3000K

Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 21
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CONNECTED LED 
PANEL
595 x 595 mm, UGR<19

CONNECTED LED 
PANEL
620 x 620 mm, UGR<19

LED PANEL
600 x 600 mm

5 cm

Product Prod. no. PLN
Suspension kit 1.5 m

chrome 158799
LED driver 
40W | 1050mA dimmable | incl. strain relief

white 464804
LED driver 
50W | 700-1500mA 1-10V/DALI dimmable 
incl. strain relief

white 1002425

Options Prod. no. PLN
white 1001250 337,00

Options Prod. no. PLN
white 1001251 488,00

100-240V ~50/60Hz | 950mA
Total wattage: 39.55W
Material: aluminum / polymethylmethacrylate
(PMMA)

3.0 IP 20 95° 19 L70B50

100-240V ~50/60Hz | 950mA
Total wattage: 39.55W
Material: aluminum / polymethylmethacrylate
(PMMA)

3.0 IP 20 95° 19 L70B50

1050mA 
Power consumption: 35W
Material: aluminum / polystyrol (PS)

• Open cable end
• LED driver excl.

IP 20 120° 19 L70B50 150

CRI 
80

Down 3600lm 2700K - 4000lm 6500K

CRI 
80

Down 3600lm 2700K - 4000lm 6500K

CRI 
90

Down 4000lm 3000K
4000K

Options Prod. no. PLN
white 1003083 242,00

Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 22



P-LIGHT
EL

7.5 
cm

Product Prod. no. PLN

Accumulator
green 240024 90,00

Options Prod. no. PLN

white 240006 241,00

220-240V ~50Hz
Total wattage: 5W
Material: ABS / polycarbonate (PC)

• Can be used as emergency lighting. Auto
test function. Ni-Mh battery 2x 3.6V 1.5Ah
included. Emergency operation via battery
3 hrs. Beam angle 90°

• Material thickness of mounting surface:
max. 25 mm

IP 20 90° L70B50

CRI 
70

Down 120lm 6000K

Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 23
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

MEDO® 30
CL, 1-10V

MEDO® 40
CL, 1-10V

MEDO® 60
CL, 1-10V

Options Prod. no. PLN
black 1000855 254,00
white 1000856 254,00
grey 1000857 254,00

Options Prod. no. PLN
black 1000864 332,00
white 1000865 332,00
grey 1000866 332,00

Options Prod. no. PLN
black 135120 664,00
white 135121 664,00
grey 135124 664,00

220-240V ~50/60Hz | 350mA
Total wattage: 15W
Material: aluminum / polymethylacrylate
(PMMA)

• Suspension set not included

IP 20 105° 25 L70B50

220-240V ~50/60Hz | 700mA
Total wattage: 28W
Material: aluminum / polymethylacrylate
(PMMA)

• Suspension set not included

IP 20 105° 25 L70B50

220-240V ~50/60Hz | 1000mA
Total wattage: 38W
Material: aluminum / polymethylacrylate
(PMMA)

• Suspension set not included

IP 20 105° 22 L70B50

CRI 
80

Down 1000lm 3000K

CRI 
80

Down 2450lm 3000K

CRI 
80

Down 4000lm 3000K

2626



Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

MEDO® 90
CL, 1-10V

MEDO® 60
CL, square, 1-10V

MEDO® 30
CL, PHASE

Options Prod. no. PLN
black 135170 1257,00
white 135171 1257,00
grey 135174 1257,00

Options Prod. no. PLN
black 1000725 708,00
grey 1000727 708,00

Options Prod. no. PLN
black 135020 216,00
white 135021 216,00
grey 135024 216,00

220-240V ~50/60Hz | 2900mA
Total wattage: 109W
Material: aluminum / polymethylacrylate
(PMMA)

• Suspension set not included

IP 20 105° 25 L70B50

220-240V ~50/60Hz | 1000mA
Total wattage: 39W
Material: aluminum / acrylic

• Suspension set not included

IP 20 105° 22 L70B50

220-240V ~50/60Hz | 350mA
Total wattage: 16W
Material: aluminum / polymethylacrylate
(PMMA)

• Suspension set not included

IP 20 105° 25 L70B50

CRI 
80

Down 11560lm 3000K

CRI 
80

Down 3800lm 3000K

CRI 
80

Down 1200lm 3000K
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

MEDO® 40
CL, PHASE

MEDO® 30 AMBIENT
CW, PHASE

MEDO® 40 AMBIENT
CW, PHASE

Ø 28

9, 5

Ø 38

9, 5

220-240V ~50/60Hz | 700mA
Total wattage: 28W
Material: aluminum / polymethylacrylate
(PMMA)

• Suspension set not included

IP 20 105° 25 L70B50

220-240V ~50/60Hz | 350mA
Total wattage: 15W
Material: aluminum / polycarbonate (PC)

• Suspension set not included

IP 20 105° 25 L70B50

220-240V ~50/60Hz | 700mA
Total wattage: 30W
Material: aluminum / polycarbonate (PC)

• Suspension set not included

IP 20 105° 25 L70B50

CRI 
80

Down 2450lm 3000K

CRI 
80

Up 20lm 3000K 20lm 4000KDown 1230lm 1280lm

CRI 
80

Up 50lm 3000K 50lm 4000KDown 2750lm 2900lm

Options Prod. no. PLN
black 135070 325,00
white 135071 325,00
grey 135074 325,00

Options Prod. no. PLN
black 1001883 412,00
white 1001884 412,00
grey 1001885 412,00

Options Prod. no. PLN
black

CRI80 1001877 282,00
white

CRI80 1001881 282,00
grey

CRI90 1001882 282,00
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

MEDO® 60 AMBIENT
CW, PHASE

MEDO® 90 AMBIENT
CL, PHASE

Ø 60

9, 5

MEDO® 30 AMBIENT
CW, DALI

Ø 28

9, 5

220-240V ~50/60Hz | 1050mA
Total wattage: 40W
Material: aluminum / polycarbonate (PC)

• Suspension set not included

IP 20 105° 25 L70B50

220-240V ~50/60Hz | 1050mA
Total wattage: 78W
Material: aluminum / polycarbonate (PC)

• Suspension set not included

IP 20 105° 25 L70B50

220-240V ~50/60Hz | 350mA
Total wattage: 15W
Material: aluminum / polycarbonate (PC)

• Suspension set not included

Dali

1.0 IP 20 105° 25 L70B50

CRI 
80

Up 120lm 3000K 120lm 4000KDown 4600lm 5000lm

CRI 
80

Up 125lm 3000K 125lm 4000KDown 9500lm 10100lm

CRI 
80

Up 20lm 3000K 20lm 4000KDown 1230lm 1280lm

Options Prod. no. PLN
black 1001886 888,00
white 1001887 888,00
grey 1001888 888,00

Options Prod. no. PLN
black 1001878 1665,00
white 1001879 1665,00
grey 1001880 1665,00

Options Prod. no. PLN
black 1001889 329,00
white 1001893 329,00
grey 1001894 329,00
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

MEDO® 40 AMBIENT
CW, DALI

MEDO® 60 AMBIENT
CW DALI

MEDO® 90 AMBIENT
CL, DALI

Ø 38

9, 5

Ø 60

9, 5

Options Prod. no. PLN
white 1001896 458,00
grey 1001897 458,00

Options Prod. no. PLN
black 1001898 935,00
white 1001900 935,00
grey 1001899 935,00

Options Prod. no. PLN
black 1001890 1714,00
white 1001891 1714,00
grey 1001892 1714,00

220-240V ~50/60Hz | 700mA
Total wattage: 30W
Material: aluminum / polycarbonate (PC)

• Suspension set not included

Dali

2.0 IP 20 105° 25 L70B50

220-240V ~50/60Hz | 1000mA
Total wattage: 37W
Material: aluminum / polycarbonate (PC)

• Suspension set not included

Dali

2.0 IP 20 105° 25 L70B50

220-240V ~50/60Hz | 1000mA
Total wattage: 78W
Material: aluminum / polycarbonate (PC)

• Suspension set not included

Dali

1.0 IP 20 105° 25 L70B50

CRI 
80

Up 50lm 3000K 50lm 4000KDown 2750lm 2900lm

CRI 
80

Up 120lm 3000K 120lm 4000KDown 4350lm 4750lm

CRI 
80

Up 125lm 3000K 125lm 4000KDown 9500lm 10100lm
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

SUPROS
CL, Move

SUPROS
CL, Move

Options Prod. no. PLN
black 1003289 372,00
white 1003290 372,00

Options Prod. no. PLN
black 1003283 363,00
white 1003284 363,00

220-240V ~50/60Hz | 750mA
Total wattage: 31W
Material: aluminum

IP 20 60° L70B50 350° 50°

220-240V ~50/60Hz | 950mA
Total wattage: 36W
Material: aluminum

IP 20 60° L70B50 350° 50°

CRI 
90

Down 2600lm 3000K

CRI 
90

Down 3380lm 3000K

Product Prod. no. PLN
Reflector 20°

grey / transparent 114102 15,00
Reflector 40°

grey / transparent 114104 15,00

Product Prod. no. PLN
Reflector 20°

grey / transparent 114102 15,00
Reflector 40°

grey / transparent 114104 15,00

ENOLA B
CL, QPAR51

Options Prod. no. PLN
gold 151813 89,00

220-240V ~50/60Hz
Material: aluminum / steel

IP 20

<35 
W

Base: 1xGU10 max. L:  8.5 cm

Product Prod. no.

Decorative ring
black 151840

LED GU10 51mm | 6W | 36°
2200-2700K | 360lm | EEK=G 
6kWh/1000h

Prod. no. 1005273 |  
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

ASTINA
CL, QPAR51

ROTOBALL 40
CL, E27

Options Prod. no. PLN
grey 1002935 101,00

Options Prod. no. PLN
white 1002052 189,00

220-240V ~50/60Hz
Material: aluminum

IP 20

220-240V ~50/60Hz
Material: steel/ polyethylene (PE)

IP 20

<10 
W

Base: 1xGU10

<24 
W

Base: 1xE27 max. diameter: 9.5 cm

LED GU10 51mm | 6W | 38°
2700K | 450lm | EEK=F
6kWh/1000h

Prod. no. 1005075 |  

LED E27| 13.5W | 240°
4000K | 1600lm | EEK=E
14kWh/1000h

Prod. no. 1005308 |  
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

MEDO® 30
CL, 1-10V

MEDO® 40
CL, 1-10V

MEDO® 60
CL, 1-10V

Options Prod. no. PLN
black 1000855 254,00
white 1000856 254,00
grey 1000857 254,00

Options Prod. no. PLN
black 1000864 332,00
white 1000865 332,00
grey 1000866 332,00

Options Prod. no. PLN
black 135120 664,00
white 135121 664,00
grey 135124 664,00

220-240V ~50/60Hz | 350mA
Total wattage: 15W
Material: aluminum / polymethylacrylate
(PMMA)

• Suspension set not included

IP 20 105° 25 L70B50

220-240V ~50/60Hz | 700mA
Total wattage: 28W
Material: aluminum / polymethylacrylate
(PMMA)

• Suspension set not included

IP 20 105° 25 L70B50

220-240V ~50/60Hz | 1000mA
Total wattage: 38W
Material: aluminum / polymethylacrylate
(PMMA)

• Suspension set not included

IP 20 105° 22 L70B50

CRI 
80

Down 1000lm 3000K

CRI 
80

Down 2450lm 3000K

CRI 
80

Down 4000lm 3000K

Product Prod. no. PLN
Suspension set 1.5 m

black 135250
white 135251
grey 135254

Suspension set 5 m
black 1001952
white 1001950
grey 1001951

Product Prod. no. PLN
Suspension set 1.5 m

black 135250
white 135251
grey 135254

Suspension set 5 m
black 1001952
white 1001950
grey 1001951

Product Prod. no. PLN
Suspension set 1.5 m

black 135250
white 135251
grey 135254

Suspension set 5 m
black 1001952
white 1001950
grey 1001951
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

MEDO® 90
CL, 1-10V

MEDO® 60
CL, square, 1-10V

MEDO® 30
CL, PHASE

Options Prod. no. PLN
black 135170 1257,00
white 135171 1257,00
grey 135174 1257,00

Options Prod. no. PLN
black 1000725 708,00
grey 1000727 708,00

Options Prod. no. PLN
black 135020 216,00
white 135021 216,00
grey 135024 216,00

220-240V ~50/60Hz | 2900mA
Total wattage: 109W
Material: aluminum / polymethylacrylate
(PMMA)

• Suspension set not included

IP 20 105° 25 L70B50

220-240V ~50/60Hz | 1000mA
Total wattage: 39W
Material: aluminum / acrylic

• Suspension set not included

IP 20 105° 22 L70B50

220-240V ~50/60Hz | 350mA
Total wattage: 16W
Material: aluminum / polymethylacrylate
(PMMA)

• Suspension set not included

IP 20 105° 25 L70B50

CRI 
80

Down 11560lm 3000K

CRI 
80

Down 3800lm 3000K

CRI 
80

Down 1200lm 3000K

Product Prod. no. PLN
Suspension set 1.5 m

black 135250
white 135251
grey 135254

Suspension set 5 m
black 1001952
white 1001950
grey 1001951

Product Prod. no. PLN
Suspension set 1.5 m

black 135250
white 135251
grey 135254

Suspension set 5 m
black 1001952
white 1001950
grey 1001951

Product Prod. no. PLN
Suspension set 1.5 m

black 135250
white 135251
grey 135254

Suspension set 5 m
black 1001952
white 1001950
grey 1001951
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Ø 28

9, 5

Ø 38

9, 5

Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

MEDO® 40
CL, PHASE

MEDO® 30 AMBIENT
CW, PHASE

MEDO® 40 AMBIENT
CW, PHASE

Options Prod. no. PLN
black 135070 325,00
white 135071 325,00
grey 135074 325,00

Options Prod. no. PLN
black

CRI80 1001877 282,00
white

CRI80 1001881 282,00
grey

CRI90 1001882 282,00

Options Prod. no. PLN
black 1001883 412,00
white 1001884 412,00
grey 1001885 412,00

220-240V ~50/60Hz | 700mA
Total wattage: 28W
Material: aluminum / polymethylacrylate
(PMMA)

• Suspension set not included

IP 20 105° 25 L70B50

220-240V ~50/60Hz | 350mA
Total wattage: 15W
Material: aluminum / polycarbonate (PC)

• Suspension set not included

IP 20 105° 25 L70B50

220-240V ~50/60Hz | 700mA
Total wattage: 30W
Material: aluminum / polycarbonate (PC)

• Suspension set not included

IP 20 105° 25 L70B50

CRI 
80

Down 2450lm 3000K

CRI 
80

Up 20lm 3000K 20lm 4000KDown 1230lm 1280lm

CRI 
80

Up 50lm 3000K 50lm 4000KDown 2750lm 2900lm

Product Prod. no.

Suspension set 1.5 m
black 135250
white 135251
grey 135254

Suspension set 5 m
black 1001952
white 1001950
grey 1001951

Product Prod. no.

Suspension set 1.5 m
black 135250
white 135251
grey 135254

Suspension set 5 m
black 1001952
white 1001950
grey 1001951

Product Prod. no.

Suspension set 1.5 m
black 135250
white 135251
grey 135254

Suspension set 5 m
black 1001952
white 1001950
grey 1001951
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Ø 60

9, 5

Ø 28

9, 5

Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

MEDO® 60 AMBIENT
CW, PHASE

MEDO® 90 AMBIENT
CL, PHASE

MEDO® 30 AMBIENT
CW, DALI

Options Prod. no. PLN
black 1001886 888,00
white 1001887 888,00
grey 1001888 888,00

Options Prod. no. PLN
black 1001878 1665,00
white 1001879 1665,00
grey 1001880 1665,00

Options Prod. no. PLN
black 1001889 329,00
white 1001893 329,00
grey 1001894 329,00

220-240V ~50/60Hz | 1050mA
Total wattage: 40W
Material: aluminum / polycarbonate (PC)

• Suspension set not included

IP 20 105° 25 L70B50

220-240V ~50/60Hz | 1050mA
Total wattage: 78W
Material: aluminum / polycarbonate (PC)

• Suspension set not included

IP 20 105° 25 L70B50

220-240V ~50/60Hz | 350mA
Total wattage: 15W
Material: aluminum / polycarbonate (PC)

• Suspension set not included

Dali

1.0 IP 20 105° 25 L70B50

CRI 
80

Up 120lm 3000K 120lm 4000KDown 4600lm 5000lm

CRI 
80

Up 125lm 3000K 125lm 4000KDown 9500lm 10100lm

CRI 
80

Up 20lm 3000K 20lm 4000KDown 1230lm 1280lm

Product Prod. no.

Suspension set 1.5 m
black 135250
white 135251
grey 135254

Suspension set 5 m
black 1001952
white 1001950
grey 1001951

Product Prod. no.

Suspension set 1.5 m
black 135250
white 135251
grey 135254

Suspension set 5 m
black 1001952
white 1001950
grey 1001951

Product Prod. no.

Suspension set 1.5 m
black 135250
white 135251
grey 135254

Suspension set 5 m
black 1001952
white 1001950
grey 1001951
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Ø 38

9, 5

Ø 60

9, 5

Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

MEDO® 40 AMBIENT
CW, DALI

MEDO® 60 AMBIENT
CW DALI

MEDO® 90 AMBIENT
CL, DALI

Product Prod. no.

Suspension set 1.5 m
black 135250
white 135251
grey 135254

Suspension set 5 m
black 1001952
white 1001950
grey 1001951

Product Prod. no.

Suspension set 1.5 m
black 135250
white 135251
grey 135254

Suspension set 5 m
black 1001952
white 1001950
grey 1001951

Product Prod. no.

Suspension set 1.5 m
black 135250
white 135251
grey 135254

Suspension set 5 m
black 1001952
white 1001950
grey 1001951

Options Prod. no. PLN
white 1001896 458,00
grey 1001897 458,00

Options Prod. no. PLN
black 1001898 935,00
white 1001900 935,00
grey 1001899 935,00

Options Prod. no. PLN
black 1001890 1714,00
white 1001891 1714,00
grey 1001892 1714,00

220-240V ~50/60Hz | 700mA
Total wattage: 30W
Material: aluminum / polycarbonate (PC)

• Suspension set not included

Dali

2.0 IP 20 105° 25 L70B50

220-240V ~50/60Hz | 1000mA
Total wattage: 37W
Material: aluminum / polycarbonate (PC)

• Suspension set not included

Dali

2.0 IP 20 105° 25 L70B50

220-240V ~50/60Hz | 1000mA
Total wattage: 78W
Material: aluminum / polycarbonate (PC)

• Suspension set not included

Dali

1.0 IP 20 105° 25 L70B50

CRI 
80

Up 50lm 3000K 50lm 4000KDown 2750lm 2900lm

CRI 
80

Up 120lm 3000K 120lm 4000KDown 4350lm 4750lm

CRI 
80

Up 125lm 3000K 125lm 4000KDown 9500lm 10100lm
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

SUPROS 78
PD

SUPROS
PD

Product Prod. no. PLN

Reflector 20°
grey / transparent 114102 15,00

Reflector 40°
grey / transparent 114104 15,00

FITU
PD, E27

Options Prod. no. PLN
black 133120 161,00
white 133121 156,00

Options Prod. no. PLN

black 1003277 324,00
Options Prod. no. PLN

gold 1002168 115,00

220-240V ~50/60Hz | 250mA
Total wattage: 12W
Material: aluminum

IP 20 60° L70B50 150

220-240V ~50/60Hz | 750mA
Total wattage: 31W
Material: aluminum

IP 20 60° L70B50 200

220-240V ~50/60Hz
Material: aluminum

• Textile cable
• Open cable end

IP 20 500

CRI 
80

Down 700lm 3000K

CRI 
90

Down 2700lm 4000K

<60 
W

Base: 1xE27

A60 | 7.5W | 320°
2700K | 800lm | EEK=F
8kWh/1000h

Prod. no. 1005303 |  
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

FITU
PD, E27

FITU
PD, E27

LED E27 | 7.5W | 320°
2500K | 700lm | EEK=F
8kWh/1000h

Prod. no. 1005265 |  

LED E27 | 7.5W | 320°
2500K | 700lm | EEK=F
8kWh/1000h

Prod. no. 1005265 |  

Product Prod. no. PLN

FITU Triple ceiling rose
gold 1002164 102,00
chrome 132615 102,00

FITU Quintuple ceiling rose
black 132620 103,00
white 132621 103,00
gold 1002165 103,00
chrome 132625 103,00

FITU Ceiling rose 3-piece
black 1001818 116,00
white 1001819 116,00
gold 1002264 116,00

FITU Ceiling rose 5-piece
black 1001820 173,00
white 1001821 173,00
gold 1002265 173,00

FENDA Glass shade
white 1002217 38,00

Options Prod. no. PLN
black 1002558 180,00

Options Prod. no. PLN
white 1002562 154,00
aluminum 1002563 154,00

220-240V ~50/60Hz
Material: aluminum

• Textile cable
• Open cable end

IP 20 500

220-240V ~50/60Hz
Material: aluminum

• Textile cable
• Open cable end

IP 20 500

<60 
W

Base: 1xE27

<60 
W

Base: 1xE27
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

HELIA 30
PD

3 cm

Product Prod. no.
LED driver  
20W | 350mA/500mA | PHASE

white 1007227

HELIA 30
PD, PHASE

ASTINA
PD, QPAR51

Options Prod. no. PLN
white 158401 187,00

Options Prod. no. PLN
white

670lm | 3000K 152361 293,00
gold

620lm | 3000K 1002172 293,00

Options Prod. no. PLN
grey 1002938 149,00

500mA 
Total wattage: 7.5W
Material: aluminum

• Includes built-in rosette
• Material thickness of mounting surface:

max. 12 mm

IP 20 40° L70B50 150

220-240V ~50/60Hz | 500mA
Total wattage: 9.2W
Material: aluminum

IP 20 40° L70B50 150

220-240V ~50/60Hz
Material: aluminum

• Open cable end

IP 20 250 250

CRI 
90

Down 550lm 3000K

CRI 
90

Down 620lm 3000K670lm

<10 
W

Base: 1xGU10

LED GU10 51mm | 6W | 36°
2200-2700K | 360lm | EEK=G 
6kWh/1000h

Prod. no. 1005273 |  

Product Prod. no. PLN
Single-phase light adapter

black 143120
white 143121
grey 143124

3-phase light adapter
black 145990
white 1001542
grey 145994

Ceiling rose, 3-piece
black 1001818 116,00
white 1001819 116,00

FITU single ceiling rose
black 132600
white 132601
chrome 132605

FITU triple ceiling rose
black 132610
white 132611
chrome 132615 102,00
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

PHELIA 10
PD, E27

PHELIA 20
PD, E27

A60 | 7.5W | 180°
2700K | 720lm | EEK=F
8kWh/1000h

Prod. no. 1005305 |  

A60 | 9W | 230°
| 800lm | EEK=F
9kWh/1000h

Prod. no. 1005318 |  

PHELIA 25
PD, E27

220-240V ~50/60Hz
Material: aluminum

• Textile cable

LED E27 | 13.2W | 220°
2700K | 1300lm | EEK=F
13kWh/1000h

Prod. no. 1005302 |  

Options Prod. no. PLN
black 133330 145,00

Options Prod. no. PLN
black 133300 157,00

Options Prod. no. PLN
black 133310 183,00

220-240V ~50/60Hz
Material: aluminum

• Textile cable

IP 20 200

220-240V ~50/60Hz
Material: aluminum

• Textile cable

IP 20 200 IP 20 200

<23 
W

Base: 1xE27

<23 
W

Base: 1xE27

<23 
W

Base: 1xE27
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

PHELIA 30
PD, E27

220-240V ~50/60Hz
Material: aluminum

• Textile cable

LED E27 | 7.5W | 320°
2500K | 700lm | EEK=F
8kWh/1000h

Prod. no. 1005265 |  

PARA FLAC
PD/CL, DALI

Options Prod. no. PLN
black 133320 213,00

Options Prod. no. PLN
black 1003107 694,00

IP 20 200

220-240V ~50/60Hz | 1600mA
Total wattage: 104W
Material: aluminum / polycarbonate (PC)

• This product is supplied without a chain
and can be hung with standard chains

• Open cable end

Dali

1.0 IP 65 IK02 90° 28 L70B50

150° 25

<23 
W

Base: 1xE27

CRI 
80

Down 12800lm 4000K

Product Prod. no. PLN
Reflector

black / grey 1000918 11,70
Reflector cover

transparent 1001692 7,50
Reflector

transparent 1001691 13,30
Connection box IP68 
3-pole

black 228730
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

SUPROS 78 UP/DOWN
WL, PHASE

LOGS IN
WL

LOGS IN L
WL, PHASE

Options Prod. no. PLN
black 116340 240,00
white 116341 240,00

Options Prod. no. PLN
aluminum / white 151325 167,00

Options Prod. no. PLN
aluminum / white 1002930 373,00

220-240V ~50/60Hz | 500mA
Total wattage: 20W
Material: aluminum

IP 20 60° 60° L70B50

100-240V ~50/60Hz | 500mA
Total wattage: 6W
Material: aluminum

IP 20 L70B50

220-240V ~50/60Hz | 500mA
Total wattage: 21W
Material: aluminum

IP 20 L70B50

CRI 
80

Up 700lm 3000KDown

CRI 
90

Down 470lm 3000K

CRI 
90

Down 1390lm 2000-3000K
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

ASSO 300
WL, PHASE

OSSA 300
WL, QT-DE12

LED R7s | 15W | 330°
3000K | 2000lm | EEK=E
15kWh/1000h

Prod. no. 1005288 |  

PURISA
WL, E27

Options Prod. no. PLN
aluminum 1000635 368,00

Options Prod. no. PLN

aluminum 151416 184,00

Options Prod. no. PLN
white 1002993 144,00

220-240V ~50/60Hz | 500mA
Total wattage: 21W
Material: aluminum / steel

IP 20 L70B50

220-240V ~50/60Hz
Material: aluminum / steel

IP 20 23

220-240V ~50/60Hz
Material: glass

IP 20

CRI 
90

Down 1340lm 2000-3000K

<120 
W

Base: 1xR7s 118 mm

<40 
W

Base: 1xE27 max. diameter: 8 cm L:  15 cm

LED E27 | 13.2W | 220°
2700K | 1300lm | EEK=F
13kWh/1000h

Prod. no. 1005302 |  
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

FITU
WL, E27

FITU
Wall bracket

ASTINA UP/DOWN
WL, QPAR51

����

��

��

220-240V ~50/60Hz
Material: aluminum / steel

IP 20

Material: steel

IP 20

220-240V ~50/60Hz
Material: aluminum / steel

IP 20

<24 
W

Base: 1xE27

<10 
W

Base: 2xGU10

A60 | 7.5W | 180°
2700K | 720lm | EEK=F
8kWh/1000h

Prod. no. 1005305 |  

A60 | 7.5W | 320°
2700K | 800lm | EEK=F
8kWh/1000h

Prod. no. 1005303 |  

LED GU10 51mm | 6W | 36°
2200-2700K | 360lm | EEK=G 
6kWh/1000h

Prod. no. 1005273 |  

Options Prod. no. PLN
black 1002148 107,00
white 1002147 107,00
gold 1002149 107,00

Options Prod. no. PLN
white 1004683 73,00

Options Prod. no. PLN
grey 1002932 127,00
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ENOLA B
WL, QPAR51

FENDA
WL, E27

220-240V ~50/60Hz
Material: aluminum / steel

IP 20

220-240V ~50/60Hz
Material: steel / aluminum

IP 20 350° 90°

<50 
W

Base: 2xGU10 max. L:  8.5 cm

<40 
W

Base: 1xE27

LED GU10 51mm | 6W | 38°
2700K | 450lm | EEK=F
6kWh/1000h

Prod. no. 1005077 |  

A60 | 9W | 230°
| 800lm | EEK=F
9kWh/1000h

Prod. no. 1005318 |  

Product Prod. no. PLN
Decorative ring

black 151840

Product Prod. no. PLN
Shade diameter 15 cm, round

black 156152
white 156141
beige 156143

Shade diameter 20 cm, round
black 1001451
beige 1001454

Options Prod. no. PLN
grey 151804 123,00

Options Prod. no. PLN
black 1003034 120,00
white 1003035 120,00

L-LINE 120
WL

220-240V ~50/60Hz | 350mA
Total wattage: 18.5W
Material: aluminum / polycarbonate (PC)

IP 44 120° L70B50

CRI 
80

Down 1650lm 3000K

Options Prod. no. PLN
grey 1001305 395,00
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

KENKUA
WL, E27

ACCANTO
WL, E27

LED E27 | 13.2W | 220°
2700K | 1300lm | EEK=F
13kWh/1000h

Prod. no. 1005302 |  

LED E27 | 13.2W | 220°
2700K | 1300lm | EEK=F
13kWh/1000h

Prod. no. 1005302 |  

COUPA
WL, QT14

LED G9 | 3.6W | 300°
3000K | 400lm | EEK=E
4kWh/1000h

Prod. no. 1005286 |  

220-240V ~50/60Hz
Material: steel / glass

IP 20

220-240V ~50/60Hz
Material: steel / textile

IP 20

220-240V ~50/60Hz
Material: steel / glass

IP 20

<40 
W

Base: 1xE27

<40 
W

Base: 1xE27 max. diameter: 8 cm L:  14 cm

<42 
W

Base: 1xG9 max. L:  9 cm

Options Prod. no. PLN
chrome 1002856 161,00

Options Prod. no. PLN
chrome 1002859 143,00

Options Prod. no. PLN
black 1002942 98,00
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RETRATO
WL, PHASE

220-240V ~50/60Hz | 500mA
Total wattage: 11W
Material: aluminum / steel

IP 20 L70B50 330° 90°

CRI 
90

Down 750lm 3000K

Options Prod. no. PLN
white 1002960 231,00
chrom 1002961 231,00
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

BATO 45
CW, E27

KARPO 30
CW, single, PHASE

A60 | 7.5W | 180°
2700K | 720lm | EEK=F
8kWh/1000h

Prod. no. 1005305 |  

BATO 35
CW, E27

Options Prod. no. PLN
black 1000443 220,00

Options Prod. no. PLN
black 1000746 153,00
brass 1000748 153,00

220-240V ~50/60Hz
Material: aluminum / steel

IP 20

220-240V ~50/60Hz | 500mA
Total wattage: 9W
Material: aluminum / steel

IP 20 40° L70B50

220-240V ~50/60Hz
Material: aluminum / steel

IP 20

<60 
W

Base: 1xE27

CRI 
90

Down 580lm 3000K660lm

<60 
W

Base: 1xE27

A60 | 7.5W | 180°
2700K | 720lm | EEK=F
8kWh/1000h

Prod. no. 1005305 |  

Options Prod. no. PLN
white 1001496 174,00
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HELIA
CW, single, PHASE

HELIA
CW, double, PHASE

ENOLA B
CW, single, QPAR51

LED GU10 51mm | 6W | 38°
2700K | 450lm | EEK=F
6kWh/1000h

Prod. no. 1005077 |  

Product Prod. no.

Decorative ring
black 151840

Options Prod. no. PLN
black

700lm | 3000K 156500 209,00
white

820lm | 3000K 156501 209,00

Options Prod. no. PLN
black 156510 298,00

Options Prod. no. PLN
gold 152013 110,00

220-240V ~50/60Hz | 500mA
Total wattage: 10W
Material: aluminum

IP 20 35° L70B50

220-240V ~50/60Hz | 500mA
Total wattage: 17W
Material: aluminum

IP 20 35° L70B50 350° 90°

220-240V ~50/60Hz
Material: aluminum / steel

• Decorative ring in light color included
• Optional black decorative ring available

as an accessory

IP 20 350° 100°

CRI 
90

Down 700lm 3000K820lm

CRI 
90

Down 1200lm 3000K

<50 
W

Base: 1xGU10 max. L:  6.7 cm
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

FITU
CW, E27

SENSER 12
CW, square, PHASE

A60 | 7.5W | 320°
2700K | 800lm | EEK=F
8kWh/1000h

Prod. no. 1005303 |  

Options Prod. no. PLN
black 1002585 85,00

Options Prod. no. PLN
white 1004703 77,00

220-240V ~50/60Hz
Material: aluminum / steel

IP 20 330° 120°

220-240V ~50/60Hz | 200mA
Total wattage: 8.2W
Material: aluminum

IP 20 110° L70B50

<60 
W

Base: 1xE27

CRI 
90

Down 440lm 4000K

MALANG
CW

Options Prod. no. PLN
Ring: 350lm | RGB+W (3000K) 
Panel: 2100-2400lm | 2700-6500K 

white 1002858 1094,00

200-240V ~50/60Hz | 24V
Total wattage: 34W
Material: aluminum / polyethylene (PE)

• Can be controlled and dimmed with 
SLV VALETO remote control 1002994
or Gateway 1002411

• Ring light and panel can be controlled
separately (Zigbee 3.0)

3.0 IP 20 110° 19 L70B50

CRI 
80

Down 2100lm 2700K - 2400lm 6500K
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SIGHT 115
CW

BENA 120
CW

BENA 150
CW

Options Prod. no. PLN
grey 1001288 376,00

Options Prod. no. PLN
white 631347 190,00

Options Prod. no. PLN
white 631349 233,00

220-240V ~50/60Hz | 700mA
Total wattage: 38W
Material: aluminum / acrylic

IP 20 120° 28 L70B50

220-240V ~50/60Hz | 700mA
Total wattage: 28W
Material: polymethylacrylate (PMMA) / steel

120° L70B50

220-240V ~50/60Hz | 700mA
Total wattage: 36W
Material: polymethylacrylate (PMMA) / steel

120° L70B50

CRI 
80

Down 3100lm 3000K

CRI 
80

Down 4000lm 4000K

CRI 
80

Down 5400lm 4000K
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

P-LIGHT
CW

Product Prod. no. PLN
Accumulator

green 240021
Pictogram foil

green 240008 44,00

Options Prod. no. PLN
white 240002 245,00

220-240V ~50/60Hz
Total wattage: 4W
Material: ABS / polycarbonate (PC)

• Perception distance 30 m. 3 escape route 
signs (right/left/down) and 1 white foil included. 
Emergency light with built-in Ni-Mh battery.
With automatic self-test. Emergency operating 
time 3 hrs. Luminance >15cd/ m². Operating
mode: continuous operation/standby

IP 20 L70B50

CRI 
70

Down 32lm 6000K

P-LIGHT
CW

Options Prod. no. PLN
white 240004 255,00

220-240V ~50/60Hz
Total wattage: 5W
Material: polycarbonate (PC)

• Perception distance 30 m. For use as
emergency lighting. Auto-test function.
Ni-Mh battery 2x 3.6V 1.0Ah included.
Emergency operation via battery 2 hrs.
Escape route sign optionally available 
and can be used as emergency sign
light

IP 65 110° L70B50

CRI 
70

Down 135lm 6000K

Product Prod. no. PLN
Accumulator

green 240022 73,00
Pictogram foil

green, 3-part 240009 26,00
green, 2-part 240010 17,00
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P-LIGHT
Pictogram foil

Options Prod. no. PLN
grün 240010 17,00

P-LIGHT
Pictogram foil

Options Prod. no. PLN
grün 240010 17,00

P-LIGHT
Pictogram foil

Options Prod. no. PLN
green 240009 26,00

W: 24 cm H: 13.1 cm 
Material: polypropylene (PP)

• 4-part pictogram set for insertion

IP 20

W: 35.3 cm H: 16.5 cm 
Material: polypropylene (PP)

• 2-part pictogram set for insertion (right
diagonal up/right diagonal down)

IP 20

W: 35.3 cm H: 16.5 cm 
Material: polypropylene (PP)

• 3-part pictogram set for insertion
(up, down, right)

IP 20

P-LIGHT
Pictogram foil

Options Prod. no. PLN
green 240008 44,00

W: 30 cm H: 16.1 cm 
Material: polypropylene (PP)

• 3-part pictogram set for insertion

IP 20
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

FENDA
TL, E27

FENDA
FL, E27

FENDA
TL, E27

A60 | 7.5W | 320°
2700K | 800lm | EEK=F
8kWh/1000h

Prod. no. 1005303 |  

A60 | 7.5W | 320°
2700K | 800lm | EEK=F
8kWh/1000h

Prod. no. 1005303 |  

LED E27 | 7.5W | 320°
2500K | 700lm | EEK=F
8kWh/1000h

Prod. no. 1005265 |  

Options Prod. no. PLN
white 1003030 65,00
metal 155785 65,00

Options Prod. no. PLN
white 1003032 61,00

Options Prod. no. PLN
white 1003031 128,00
metal 155795 128,00

220-240V ~50/60Hz
Material: steel

• Euro plug and switch

IP 20 IK03 200

220-240V ~50/60Hz
Material: steel

• Euro plug and switch

IP 20 IK03 200

220-240V ~50/60Hz
Material: aluminum

• Euro plug and switch

IP 20 IK03 180

<60 
W

Base: 1xE27

<60 
W

Base: 1xE27

<40 
W

Base: 1xE27

Lampshades for FENDA 
and FITU can be found in 

the BIG WHITE® ΄24, 
page 449
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FENDA
FL, E27

FENDA BOW BASIS
FL, E27

LED E27 | 13.2W | 220°
2700K | 1300lm | EEK=F
13kWh/1000h

Prod. no. 1005302 |  

A60 | 7.5W | 320°
2700K | 700lm | EEK=F
8kWh/1000h

Prod. no. 1005304 | 17,00 PLN

FITU
FL, E27

Options Prod. no. PLN
white 1003028 443,00

Options Prod. no. PLN
white 1003033 132,00
chrome 155492 132,00

Options Prod. no. PLN
black 1002146 268,00

220-240V ~50/60Hz
Material: aluminum

• Switch on light body
• Euro plug

IP 20 IK03 330

220-240V ~50/60Hz
Material: steel

• Max. shade weight 900 g
• Euro plug and switch

IP 20 IK03 180° 200

220-240V ~50/60Hz
Material: aluminum / steel

• Euro plug and switch

IP 20 IK03 200

<40 
W

Base: 1xE27

<25 
W

Base: 1xE27 max. L:  17.5 cm

<24 
W

Base: 1xE27

A60 | 7.5W | 180°
2700K | 720lm | EEK=F
8kWh/1000h

Prod. no. 1005305 |  
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

MECANICA PLUS
FL

Options Prod. no. PLN
black 1002405 422,00

220-240V ~50/60Hz | 12V
Total wattage: 7.9W
Material: aluminum

• Plug-in power supply

IP 20 100° L70B50 330° 310°

200

CRI 
80

Down 520lm 2700K - 610lm 6500K
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

ORBIT
LV, QR111

COMET LED
LV

Options Prod. no. PLN
chrome 139112 64,00

Options Prod. no. PLN
white 1002689 90,00

12V ~50Hz
Material: steel

IP 20

12V ~50Hz
Power consumption: 6.6W
Material: aluminum / glass

IP 20 120° L70B50

<50 
W

Base: 1xG53

CRI 
80

Down 410lm 2700K
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

PURI TRACK
1Ph., triple track set

NOBLO SPOT
1Ph.

Options Prod. no. PLN
grey 143194 268,00

Options Prod. no. PLN
white 1001863 118,00
grey 1001864 118,00

220-240V ~50/60Hz
Material: aluminum

2 x 1m high-voltage track
1 x longitudinal connector
1 x 2 end caps
3 x PURI light heads
3 x LED GU10 lamps
3 x decorative rings for GU10

IP 20 340° 85°

220-240V ~50/60Hz | 350mA
Total wattage: 8W
Material: aluminum

IP 20 36° L70B50 320° 90°

CRI 
80

Down 620lm 2700K

<50 
W

Base: 3xGU10

7474



Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 75

INDOOR | HIGH-VOLTAGE 1-PHASE TRACK SYSTEMS

75





INDOOR  
HIGH-VOLTAGE 

3-PHASE TRACK 
SYSTEMS
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LIGHT EYE® 150 TRACK
3Ph., QPAR111

LIGHT EYE® 150
3Ph., PD, QPAR111

KALU TRACK
3Ph., QR111

<75 
W

Base: 1xGU10

QPAR111 | 8W | 38°
2700K | 680lm | EEK=F
8kWh/1000h

Prod. no. 1005274 |  

<75 
W

Base: 1xGU10

QPAR111 | 8W | 38°
2700K | 680lm | EEK=F
8kWh/1000h

Prod. no. 1005274 |  

<50 
W

Base: 1xG53

220-240V ~50/60Hz
Material: steel

IP 20 350° 90°

220-240V ~50/60Hz
Material: steel

IP 20

220-240V ~50/60Hz | 12V
Material: aluminum / plastic

• Product cannot be used with our ceiling
roses (145830/1001527/145834)

IP 20 350° 90°

Options Prod. no. PLN
black 153580 174,00

Options Prod. no. PLN
black / chrome 1000709 184,00
chrome 153112 184,00

Options Prod. no. PLN
black / chrome 1000707 171,00
white / chrome 1000708 171,00
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

Flexible feed-in
16A max. | aluminum
L: 7.5 cm  | W: 7.5 cm  | H: 6 cm 

black Prod. no. 184004 75,00
grey 184002 75,00

Shortbox feed-in
16A max. | aluminum / steel
W: 22 cm  | H: 10.5 cm 

black Prod. no. 184010 122,00

Flex connector
16A max. | plastic
L: 21.5 cm  | W: 3 cm  | H: 4 cm 

black Prod. no. 184300 90,00
grey 184302 90,00

Longitudinal connector electrical
16A max. | aluminum

black Prod. no. 184030 37,00
grey 184032 37,00

Insulating connector
aluminum

black Prod. no. 184170 37,00
grey 184172 37,00

Pendant light adapter
3A max. | aluminum / plastic
L: 13 cm 

black Prod. no. 184290 47,00

Flexible ceiling suspension, adjustable
aluminum

grey Prod. no. 184332 45,00

Bending tool for radi > 25 cm
steel / plastic

grey Prod. no. 184000 364,00
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LIGHT EYE® 150
EASYTEC® ll, PD, QPAR111

220-240V ~50/60Hz
Material: steel

IP 20 150

<75 
W

Base: 1xGU10

QPAR111 | 12.5W | 30°
2700K | 950lm | EEK=F
13kWh/1000h

Prod. no. 1005276 |  

Options Prod. no. PLN
black 184590 150,00
black / chrome 185590 150,00
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

IP 20

GRAZIA 10
Surface-mounted profile, flat 

Material: aluminum 
Width: 1.75 cm, height: 1.1 cm 
Max. width LED strip: 1.0 cm 
Cover not included

Length (cm) Color Material Prod. no. PLN

200  aluminum aluminum 1000460 31,00

IP 20

GRAZIA 10
Surface-mounted profile, standard

Material: aluminum 
Width: 1.75 cm, height: 1.62 cm 
Max. width LED strip: 1.0 cm 
Cover not included

Length (cm) Color Material Prod. no. PLN

200  aluminum aluminum 1000463 32,00

IP 20

GRAZIA 10
Recessed profile

Material: aluminum 
Width: 3.0 cm, height: 1.62 cm 
Max. width LED strip: 1.0 cm 
Cover not included

Length (cm) Color Material Prod. no. PLN

200  aluminum aluminum 1000457 39,00
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GRAZIA 10
Covers

Plastic PMMA / PC:
Profile covers made of PMMA are especially 
uniform. Profile covers made of PC are  
break-proof and especially suitable for use  
in contexts requiring high resilience.

Description Color Length (cm) Width (cm) Height (cm) Material Prod. no. PLN

Cover, flat  transparent
200

1,58 0,4
polycarbonate (PC)

1000467 10,00

Cover, high
 frosted

1,75 1
1000470 26,00

 frosted polymethylacrylate (PMMA) 1000471 36,00

The high covers are only suitable for GRAZIA 10 surface-mounted profiles, not for recessed profiles.

GRAZIA 10
End caps

Material: aluminum 
Packaging contents: 2 pieces

Description Color Width (cm) Height (cm) Material Prod. no. PLN

End cap for 
flat profile, 
high cover

 black
1,75 2,1 aluminum

1000483 6,00
 white 1000482 6,00
 aluminum 1000481 6,00

End caps for  
standard profile,
flat cover

 aluminum 1,75 1,62 aluminum 1000478 10,00

End caps for  
standard profile,
high cover

 black
1,75 2,62 aluminum

1000486 9,00
 white 1000485 9,00
 aluminum 1000484 9,00

End cap for 
recessed 
profile

 aluminum 3 1,62 aluminum 1000472 8,00
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

IP 20

GRAZIA 20
Surface-mounted profile, flat

Material: aluminum 
Width: 3.5 cm, height: 2.2 cm 
Max. width LED strip: 2.0 cm 
Cover not included

Length (cm) Color Material Prod. no. PLN

Grooved, 300
 black

aluminum
1000507 65,00

 white 1000506 65,00
 aluminum 1000505 65,00

Smooth, 300  aluminum aluminum 1000532 109,00

Smooth, 150
 black

aluminum
1004923 39,00

 white 1004922 39,00
 aluminum 1004921 39,00

IP 20

GRAZIA 20
Surface-mounted profile, standard

Material: aluminum, 
Width: 3.5 cm, height: 3.2 cm 
Max. width LED strip: 2.0 cm 
Cover not included

Length (cm) Color Material Prod. no. PLN

Grooved, 300
 black

aluminum
1000516 82,00

 white 1000515 82,00
 aluminum 1000514 82,00

Smooth, 150
 black

aluminum
1004920 43,00

 white 1004919 43,00
 aluminum 1004918 43,00

GRAZIA 20
Recessed profile

Material: aluminum, 
Width: 5.2 cm, height: 3.2 cm 
Max. width LED strip: 2.0 cm 
Cover not included

IP 20

Length (cm) Color Material Prod. no. PLN

150
 black

aluminum

1004926 48,00
 white 1004925 48,00
 aluminum 1004924 48,00

300  aluminum aluminum 1000496 99,00
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Description Color Length (cm) Width (cm) Height (cm) Material Prod. no. PLN

Cover, high, 
3 m

 frosted
300

3,2

2,4
polycarbonate (PC) 1000552 65,00

 frosted polymethylacrylate (PMMA) 1000555 105,00

Cover, high, 
1,5 m

 frosted
150 2,4

polycarbonate (PC) 1004930 25,00

 frosted polymethylacrylate (PMMA) 1004931 42,00

Cover, flat, 
1,5 m

 frosted

150 0,6

polycarbonate (PC) 1004927 11,00

 frosted
polymethylacrylate (PMMA) 

1004928 16,00

 milky 1004929 22,00

GRAZIA 20
Covers

Plastic PMMA/PC:
Profile covers made of PMMA are especially 
uniform. Profile covers made of PC are  
break-proof and especially suitable for use  
in contexts requiring high resilience.

The high covers are only suitable for GRAZIA 20 surface-mounted profiles, not for recessed profiles.

Description Color Width (cm) Height (cm) Nennspannung) Material Prod. no. PLN

End cap for 
flat profile, 
high cover

 black
3,5

4
aluminum

1000564 5,00
 white 1000563 5,00
 aluminum 1000562 5,00

End caps for 
flat profile, 
flat cover

 aluminum 3,5 2,2 aluminum 1000559 5,00

End caps for  
standard profile,  
high cover

 black
3,5 5 aluminum

1000570 6,00
 white 1000569 6,00
 aluminum 1000568 6,00

End caps for  
standard profile,  
flat cover

 aluminum 3,5 3,2 aluminum 1000565 6,00

End cap for 
recessed 
profile

 aluminum 5,2 3,2 aluminum 1000556 6,00

GRAZIA 20
End caps

Material: aluminum 
Packaging contents: 2 pieces

The mounting clip is only suitable for the GRAZIA 20 Standard, grooved profile and the GRAZIA 20 Flat, grooved profile.

Description Color Material Art.Nr. PLN

Mounting clips  silber steel 1000537 6,00

GRAZIA 20
Mounting clips

Material: steel 
Packaging contents: 2 pieces
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Products listed in this brochure are discontinued models and have limited availability. Sales periods and stock levels may vary considerably. 

RUSTY® 40
Pole

RUSTY® 70
Pole

THEO PATHLIGHT
Pole, single

Options Prod. no. PLN
rust 233407 515,00

Options Prod. no. PLN
rust 233417 630,00

Options Prod. no.

anthracite 1002870

Product Prod. no.

Ground spike
grey 229422

Connection box IP68 
3-pole

black 228730

Product Prod. no.

Ground spike
grey 229422

Connection box IP68 
3-pole

black 228730

Product Prod. no.
Connection box IP68 
3-pole

black 228730

220-240V ~50/60Hz
Total wattage: 9W
Material: FeCSi steel / polycarbonte (PC)

• Open cable end

IP 55 L70B50

220-240V ~50/60Hz
Total wattage: 9W
Material: FeCSi steel / polycarbonte (PC)

• Open cable end

IP 55 L70B50

220-240V ~50/60Hz
Material: aluminum

IP 44 IK02 90°

CRI 
80

Down 70lm 3000K

CRI 
80

Down 70lm 3000K

<7 
W

Base: 1xGU10

LED GU10 51mm | 6W | 38°
2700K | 450lm | EEK=F
6kWh/1000h

Prod. no. 1005077 |  
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THEO BRACKET 50
Pole

Options Prod. no. PLN
anthracite 1004654 136,00

11 11

17,512,4

50

220-240V ~50/60Hz
Material: aluminum / glass

IP 65 70°

<7 
W

Base: 1xGU10 max. diameter: 5.1 cm L:  5.7 cm

LED GU10 51mm | 6W | 38°
2700K | 450lm | EEK=F
6kWh/1000h

Prod. no. 1005077 |  

THEO BRACKET 70
Pole

PHOTONIA
TL, E27

17,512,4

11 11

70

LED GU10 51mm | 6W | 38°
2700K | 450lm | EEK=F
6kWh/1000h

Prod. no. 1005077 |  

A60 | 7.5W | 180°
2700K | 720lm | EEK=F
8kWh/1000h

Prod. no. 1005305 |  

Options Prod. no. PLN
anthracite 1004655 173,00

Options Prod. no. PLN
anthracite 232095 258,00

220-240V ~50/60Hz
Material: aluminum / glass

IP 65 70°

220-240V ~50/60Hz
Material: aluminum / glass

• IP44 safety plug

IP 44 IK04 500

<7 
W

Base: 1xGU10 max. diameter: 5.1 cm L:  5.7 cm

<60 
W

Base: 1xE27 max. diameter: 9 cm L:  15 cm
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ENOLA C
POLE

HELIA
Pole, single, PHASE

HELIA
Pole, double, PHASE

Options Prod. no. PLN
anthracite 228545 390,00

Options Prod. no. PLN
anthracite 1002198 306,00

Options Prod. no. PLN
anthracite 1002200 503,00

220-240V ~50/60Hz | 500mA
Systemleistung: 11W
Material: aluminum / glass

• Open cable end

IP 55 35° L70B50 45° 40

220-240V ~50/60Hz | 500mA
Total wattage: 6.5W
Material: aluminum / glass

• Open cable end

IP 55 IK04 35° L70B50 320° 90°

20

220-240V ~50/60Hz | 500mA
Total wattage: 13W
Material: aluminum / glass

• Open cable end

IP 55 IK04 35° L70B50 320° 90°

20

CRI 
80

Down 1060lm 3000K

CRI 
80

Down 440lm 3000K

CRI 
80

Down 880lm 3000K

Product Prod. no. PLN
Connection box IP68 
3-pole

black 228730

Product Prod. no. PLN
Ground spike

stainless steel 1000736
Connection box IP68 
3-pole

black 228730

Product Prod. no. PLN
Ground spike

stainless steel 1000736
Connection box IP68 
3-pole

black 228730
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HELIA
Pole, single, PHASE

Options Prod. no. PLN
anthracite 233275 224,00

220-240V ~50/60Hz | 500mA
Total wattage: 6.5W
Material: aluminum

• The height of the light can be increased
by a maximum of 2 extension rods

• Open cable end

IP 55 IK04 35° L70B50 350° 90°

300

CRI 
80

Down 440lm 3000K

Product Prod. no. PLN
Concrete anchor

silver 228712
Screw set

stainless steel 228752
Pedestal

anthracite 233145
Extension rod, 30 cm

anthracite 233165

HELIA
Pole, double, PHASE

MYRA SPOT
Double, GU10

Options Prod. no. PLN
anthracite 233285 347,00

Options Prod. no. PLN
grey 233184 221,00

220-240V ~50/60Hz | 500mA
Total wattage: 13W
Material: aluminum

• The height of the light can be increased
by a maximum of 2 extension rods

• Open cable end

IP 55 IK04 35° L70B50 350° 90°

300

220-240V ~50/60Hz
Material: aluminum

• The height of the light can be increased
by a maximum of 2 extension rods

• Open cable end

IP 44 340° 45° 300

CRI 
80

Down 880lm 3000K

<4.5 
W

Base: 2xGU10 max. diameter: 5.1 cm L:  5.7 cm

LED GU10 51mm | 6W | 38°
2700K | 450lm | EEK=F
6kWh/1000h

Prod. no. 1005075 |  

Product Prod. no. PLN
Concrete anchor

silver 228712
Screw set

stainless steel 228752
Pedestal

anthracite 233145
Extension rod, 30 cm

anthracite 233165

Product Prod. no. PLN
Concrete anchor

silver 228712
Screw set

stainless steel 228752
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NAUTILUS 10
SP, square

SYNA
SP

IP 65 IK04 45° L70B50 90° 200

100-277V ~50/60Hz | 700mA
Total wattage: 8.5W
Material: aluminum / glass

• IP44 safety plug

IP 55 IK04 50° L70B50 180° 150

220-240V ~50/60Hz
Total wattage: 9W
Material: aluminum / acrylic

• IP44 safety plug

Options Prod. no. PLN
rust 1001937 176,00

Options Prod. no. PLN
grey 227504 92,00

Down 660lm 3000K

CRI 
80

Down 470lm 3000K

CRI 
80
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SAIL
WL

APONI
WL, PHASE

BIG NAILS
WL, E27

Options Prod. no. PLN

anthracite
400lm 1002605 214,00

white
590lm 1002606 214,00

Options Prod. no. PLN

anthracite 1000681 233,00
Options Prod. no. PLN

stainless steel 229182 196,00

Product Prod. no. PLN
Spacers

anthracite 1002853

200-240V ~50Hz
Total wattage: 18W
Material: aluminum

IP 54 IK06 70°

220-240V ~50/60Hz | 500mA
Total wattage: 6.3W
Material: aluminum

IP 65 L70B50

220-240V ~50/60Hz
Material: 304 stainless steel / polycarbonate (PC)

IP 44

CRI 
80

Down 400lm 3000K590lm

CRI 
80

Down 520lm 3000K

<15 
W

Base: 1xE27 max. diameter: 4.5 cm L:  17 cm

LED E27 | 8W | 240°
3000K | 880lm | EEK=E
8kWh/1000h

Prod. no. 1005289 |  
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IMPERVA 120
CW

IMPERVA 150
CW

Options Prod. no. PLN

grey 1001315 235,00
Options Prod. no. PLN

grey 1001317 309,00

220-240V ~50/60Hz | 700mA
Total wattage: 40W
Material: polycarbonate (PC)

IP 66 IK08 120° L70B50 45

220-240V ~50/60Hz | 1050mA
Total wattage: 55W
Material: polycarbonate (PC)

IP 66 IK08 120° L70B50 30

CRI 
80

Down 5095lm 4000K

CRI 
80

Down 7600lm 4000K
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7 cm

DOWNUNDER OUT L
EL

IP 55 L70B50

220-240V ~50/60Hz | 300mA
Total wattage: 4W
Material: aluminum / plastic

• Only mount the light with the light beam
pointing downwards

CRI 
80

Down 155lm 3000K

Options Prod. no. PLN

white 233611 102,00
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5.7 
cm

DASAR® FLAT 80
EL

IP 65 
IP 67

IK08 L70B50 150 0.5 t

220-240V ~50/60Hz
Total wattage: 3.5W
Material: 304 stainless steel / glass

• Suitable for installation in wood
• Open cable end

CRI 
80

Up 130lm 4000K

Options Prod. no. PLN

stainless steel 1002188 94,00

Product Prod. no. PLN
Connection box IP68 
3-pole

black 228730
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LED QPAR111
GU10

IP 20 25°

220-240V ~50/60Hz
Wattage: 7,3W
Material: plastic / aluminum
Diameter: 11.1 cm L: 7.1 cm

Luminous flux 590lm
Lamp current 0.051A
Max. luminosity 1600cd
Color rendering index 94
Wattage 7,3W
Energy consumption/1000h 8kWh

Options Prod. no. PLN

silver | 4000K 1005293 27,00

LED A60
E27

320°

220-240V ~50/60Hz
Wattage: 7,5W
Material: glass
Diameter: 6 cm L: 10.5 cm

Luminous flux 700lm
Lamp current 0.038A
Color rendering index 90
Wattage 7,5W
Energy consumption/1000h 8kWh

Options Prod. no. PLN

frosted | 2700K 1005304 17,00

LED G95
E27

320°

220-240V ~50/60Hz
Wattage: 7,5W
Material: glass
Diameter: 9.5 cm L: 13.8 cm

Luminous flux 800lm
Lamp current 0.038A
Color rendering index 93
Wattage 7,5W
Energy consumption/1000h 8kWh

Options Prod. no. PLN

transparent | 2700K 1005309 26,00

LED G125
E27. Mirrorhead, Chrome

180°

220-240V ~50/60Hz
Wattage: 7,5W
Material: glass
Diameter: 12.5 cm L: 17.8 cm

Luminous flux 720lm
Lamp current 0.038A
Color rendering index 92
Wattage 7,5W
Energy consumption/1000h 8kWh

Options Prod. no. PLN

chrome | 2700K 1005306 37,00
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SLV VALETO®

Gateway
SLV VALETO®

Remote control, CCT/RGBW
SLV VALETO®

Recessed wall dimmer

LED POWER SUPPLY
12W | 12V

LED POWER SUPPLY
12W | 24V

IP 20

100-240V ~50/60Hz
L: 10.6 cm W: 10.6 cm H: 2.6 cm
Material: aluminum / plastic

• A router connection via a LAN
cable is required

• network cable CAT 6. black. 2 m

IP 20

Battery operation
L: 6.5 cm W: 6.5 cm H: 1.95 cm 
Material: plastic

IP 20

220-240V ~50/60Hz
L: 4.5 cm W: 4.5 cm H: 2.2 cm
Material: plastic

• Dimmable LED lamps: 200W
• HV Halogen lamps: 400W
• LV Halogen lamps: 200W

Wattage of 0W Output voltage 220-240V 
~50/60Hz

Wattage of 0W
Wattage up to 200W

Options Prod. no. PLN

white 1002994 72,00
Options Prod. no. PLN

black 1002995 221,00

LED POWER SUPPLY
40W | 24V

IP 20

220-240V ~50/60Hz
L: 18 cm W: 4.5 cm H: 2.7 cm
Material: polycarbonate (PC)

Output voltage 24V DC
Wattage of 0W
Wattage up to 40W
Control gear power factor 0.9
Thermal protection 110°C
Number of secondary outputs 1

Options Prod. no. PLN

white 1005382 68,00

Options Prod. no. PLN

grey / black 1002411 1742,00

IP 20

100-240V ~50/60Hz
L: 10.6 cm W: 3.3 cm H: 2.2 cm
Material: polycarbonate (PC)

IP 20

100-240V ~50/60Hz
L: 10.62 cm W: 3.29 cm H: 2.15 cm
Material: polycarbonate (PC)

Output voltage 12
Wattage of 0W
Wattage up to 12W
Control gear power factor 0.9
Thermal protection 110°C
Number of secondary outputs 1

Output voltage 24V DC
Wattage of 0W
Wattage up to 12W
Control gear power factor 0.9
Thermal protection 110°C
Number of secondary outputs 1

Options Prod. no. PLN

white 1005241 30,00
Options Prod. no. PLN

white 1005380 30,00
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LED POWER SUPPLY
60W | 24V

LED POWER SUPPLY
100W | 24V DC

220-240V ~50/60Hz
L: 18 cm W: 4.5 cm H: 2.7 cm
Material: polycarbonate (PC)

IP 20

220-240V ~50/60Hz
L: 19.05 cm W: 8.8 cm H: 3.55 cm
Material: polycarbonate (PC)

Output voltage 24V DC
Wattage of 0W
Wattage up to 60W
Control gear power factor 0.95
Thermal protection 110°C
Number of secondary outputs 1

Output voltage 24V DC
Wattage of 0W
Wattage up to 100W
Control gear power factor 0.95
Thermal protection 110°C
Number of secondary outputs 2

Options Prod. no. PLN

white 1005383 84,00
Options Prod. no. PLN

black 470500 170,00

LED DRIVER
8W | 200mA dimmable

LED DRIVER
10W | 350mA dimmable

IP 20

220-240V 0/~50/60Hz
L: 8.5 cm W: 4.1 cm H: 2.2 cm
Material: polycarbonate (PC)

IP 20

220-240V ~50/60Hz
L: 8.5 cm W: 4.1 cm H: 2.2 cm
Material: polycarbonate (PC)

Output voltage 30-42V DC
Wattage of 6W
Wattage up to 8.4W
Control gear power factor 0.9
Thermal protection 110°C
Number of secondary outputs 1

Output voltage 13-26V DC
Wattage of 4.55W
Wattage up to 9,1W
Control gear power factor 0.9
Thermal protection 110°C
Number of secondary outputs 1

LED POWER SUPPLY
200W | 24V Dali dimmable

Dali

IP 20

220-240V ~50/60Hz
L: 42.5 cm W: 4.8 cm H: 2.5 cm
Material: polycarbonate (PC)

Output voltage 24V DC
Wattage of 5W
Wattage up to 200W
Control gear power factor 0.95
Thermal protection 90°C
Number of secondary outputs 1

Options Prod. no. PLN

white 1004777 212,00

Options Prod. no. PLN

white 1003254 48,00
Options Prod. no. PLN

white 464140 48,00

LED DRIVER
11-20W | 350mA dimmable

IP 20

200-240V ~50/60Hz
L: 11.5 cm W: 4.1 cm H: 2.5 cm
Material: polycarbonate (PC)

Output voltage 32-54V DC
Wattage of 11.2W
Wattage up to 18.9W
Control gear power factor 0.9
Thermal protection 110°C
Number of secondary outputs 1

Options Prod. no. PLN

white 1005449 39,00
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LED DRIVER
15W | 700mA

IP 20

220-240V ~50/60Hz
L: 8.5 cm W: 4.1 cm H: 2.2 cm
Material: polycarbonate (PC)

Output voltage 13-21V DC
Wattage of 9.1W
Wattage up to 14,7W
Control gear power factor 0.9
Thermal protection 110°C
Number of secondary outputs 1

Options Prod. no. PLN

white 464147 48,00

LED DRIVER
9W | 500mA

220-240V ~50/60Hz
L: 6.5 cm W: 3.9 cm H: 2 cm
Material: polycarbonate (PC)

Output voltage 13−20V DC
Wattage of 6.5W
Wattage up to 10W
Control gear power factor 0.9
Thermal protection 110°C
Number of secondary outputs 1

Options Prod. no. PLN

white 1005384 27,00

LED DRIVER
15W | 500mA dimmable

Options Prod. no. PLN

white 464144 48,00

Output voltage 18-30V DC
Wattage of 9W
Wattage up to 15W
Control gear power factor 0.9
Thermal protection 110°C
Number of secondary outputs 1

IP 20

220-240V ~50/60Hz
L: 8.5 cm W: 4.1 cm H: 2.2 cm
Material: polycarbonate (PC)

LED DRIVER
6W | 700mA dimmable

Output voltage 4.8–8.6V DC
Wattage of 3.4W
Wattage up to 6W
Control gear power factor 0.9
Thermal protection 110°C
Number of secondary outputs 1

Options Prod. no. PLN

white 1002792 38,00

IP 20

220-240V ~50/60Hz
L: 6.3 cm W: 4 cm H: 2.3 cm
Material: polycarbonate (PC)

LED DRIVER
10W | 700mA dimmable

Options Prod. no. PLN

white 464142 48,00

Output voltage 8,6-12,9V DC
Wattage of 5.95W
Wattage up to 9W
Control gear power factor 0.9
Thermal protection 110°C
Number of secondary outputs 1

IP 20

220-240V ~50/60Hz
L: 8.5 cm W: 4.1 cm H: 2.2 cm
Material: polycarbonate (PC)
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MANA 
Shade

Options Prod. no. PLN

aluminum 1000619 69,00

MANA
Shade

FENDA
Glass shade

Options Prod. no. PLN

aluminum 1000624 82,00
Options Prod. no. PLN

white 1002217 38,00

L: 12 cm H: 10 cm T: 9 cm 
Material: aluminum

• Suitable only with 1000613

IP 20

L: 29 cm H: 9.5 cm T: 7 cm 
Material: aluminum

• Suitable only with 1000614/1000615

H: 20 cm 
Diameter: 12.5
Material: glass

• Suitable only with 1000614/1000615

IP 20 IP 20

IP 20

H: 1.4 cm 
Diameter: 5.7 cm 
Material: plastic

Options Prod. no. PLN

black 151040 6,00
white 151041 6,00
chrome 151049 6,00

LIGHT EYE® 90
Decorative lamp ring

BIG PLOT
Cover, 2-pack

FITU
Triple ceiling rose

Nominal voltage 220-240V 
~50/60Hz

Max. current load 16A

Options Prod. no. PLN

grey 1001252 62,00
Options Prod. no. PLN

gold 1002164 102,00
chrome 132615 102,00

IP 20 500 kg

H: 2 cm 
Diameter: 17 cm 
Material: aluminum

220-240V ~50/60Hz
H: 5.4 cm
Diameter: 22 cm
Material: steel

• Incl. strain relief

IP 20
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FITU
Ceiling rose 3-piece

Nominal voltage 230V ~50Hz
Max. current load 16A

Nominal voltage 230V ~50Hz
Max. current load 16A

FITU
Ceiling rose 5-piece

Options Prod. no. PLN

black 1001818 116,00
white 1001819 116,00
gold 1002264 116,00

Options Prod. no. PLN

black 1001820 173,00
white 1001821 173,00
gold 1002265 173,00

230V ~50Hz
L: 60 cm W: 8.5 cm H: 5 cm 
Material: steel

• Incl. strain relief

IP 20

230V ~50Hz
L: 120 cm W: 8.5 cm H: 5 cm 
Material: steel

IP 20

Options Prod. no. PLN

black 1002899 21,00

DASAR® 270
Grill diffusor

H: 0.7 cm 
Diameter: 13 cm 
Material: aluminum

IP 20

FITU
Quintuple ceiling rose

Nominal voltage 220-240V 
~50/60Hz

Max. current load 16A

Options Prod. no. PLN

black 132620 103,00
white 132621 103,00
gold 1002165 103,00
chrome 132625 103,00

220-240V ~50/60Hz
H: 6 cm
Diameter: 33 cm
Material: steel

• Incl. strain relief

IP 20
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SYMBOLS KEY

Preservation of luminous flux: 
Describes the amount by which the luminous flux of 
an LED decreases during a specified period.

Pendant cable length in cm

Half-diffusion angle:
Describes the beam angle in degrees. The smaller 
the angle, the more concentrated the light will be.

Rotation and pivoting capacity in degrees:
· Rotation range
· Pivot range
· Gimballed

Dimmable with:

· C = Trailing-edge phase dimmer
· L = Leading-edge phase dimmer
· Uni = Universal dimmer
· 1–10 V
· Dali = DALI bus system
· Switch = Switch/button or touch control on the light

IPprotection type:
Indicates the suitability of electrical equipment for 
different environmental conditions.

IKimpact resistance rating
The IK impact resistance rating is a measure of  
the resistance of housings for electrical equipment  
to mechanical stress, especially impact stress.

Protection classes
· Protection class I / Protective conductor
· Protection class II /  Protection by double or 

reinforced insulation
·  Protection category III /  Protection through 

low voltage

Unified Glare Rating:
The lower the UGR value, the lower the psychological 
glare.

Mix & Match

Indicates products that can be combined

Energy efficiency class

„This light is suitable for bulbs with an energy  
class rating of ...“

Recommendations

Displays accessories and recommended  
lamps for the chosen product

Power cable length in cm
Supply cable length in cm (with open cable end)

The weight capacity of the product up to 
specified value in tonnes. Measurements 
based on concrete installation.

Product‘s capacity to be driven over specified

Specification of the installation depth

Shape of the installation opening

Independent converter:
Control equipment also for use outside of lights

Through-wiring possible

Short-circuit protected safety control equipment

For indoor use only Not suitable for indoor use

Allows the installation of electrical control 
equipment on materials whose flammability  
is not known.

CCTswitch:
By means of an integrated CCT switch,  
the light colour can be changed from 2700 K, 
3000 K, 4000 K to 6500 K during installation.

Indicates lights with RGB+W and RGB  
(red-green-blue + white and red-green-blue)

Dim-to-Warm:
With dimmers, the light colour can be altered 
from cold white to warm white.

Connected lighting:
Indicates smart products that use the following 
protocols:
· Zigbee®

· DALI
· Bluetooth

· Products with integrated LEDs
· Products with lamp socket

898
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Many of the products shown in this publication are protected by trademarks, registered designs, 
utility models or patents. Any violation of these property rights or the use of text and layout  
design or copyrighted images without our authorisation will be prosecuted. The illustrations and  
information contained in this publication are for illustrative purposes only and are not legally binding  
in terms of colour, shape, design or technical details. Product descriptions and specifications  
are subject to correction and amendment.

All products in our range are subject to our strict quality assurance procedures and comply with 
generally applicable standards. This catalogue contains a general range and is not country-specific. 
Any deviations from country-specific guidelines must be clarified before ordering. SLV cannot be held 
responsible for any deviations in terms of technical standards. All weights and dimensions are given 
in kg and cm respectively unless stated otherwise. We reserve the right to make technical changes!

The publication of this brochure invalidates the prices specified in previous lists and catalogues.  
SLV is entitled to adjust the respective price list to changing market conditions, in the event of 
significant changes in procurement costs, changes in value added tax or procurement prices. 

All prices are recommended retail prices (RRP) and indicated in Euro without VAT.
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SLV Swiss SA | Route du Bey 6 Box 1-4, Z.I. La Jonnaire, CH-1847 Rennaz, +41 218113232, info@slv-swiss.ch
SLV d.o.o | Barjanska cesta 50, SI-1000 Ljubljana, +386 1 2009 730, info@slv.si
SLV Spain | Antic Cami Ral Valencia, 38, L17, 08860 Castelldefels, Barcelona, 931 168 161, info@slv.es
SLV Czech s.r.o. | V Sedlci 28/17, CZ-160 00 Praha 6, +420 739 282 151, info@cz.slv.com

slv.com




